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HIGH TEMPERATURE OVEN
(600°C)

SP - 60 C FIRE
SP - 190 C FIRE
SP - 420 CFIRE
SP - 875 C FIRE

Heat treatment, surface treatment, curing all at precise temperature:
t treatment for stress release

"Heat treatment for sintering

High temperature drying

« /'Molds preheating

« ~Fills curing
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PLC based controller.

Simple and effective

programming of all process

steps, and optional manual
controls.
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Controller functions:

Single step with timer or endless Multi steps and timers

Count down
toleraces

Timer or endless

CRU - Controlled ramp up Defined delayed start
CRD - Controlled ramp down

S—— \
Defined start@
dE|ay 21. March
07:00

Cycling A L Auto recovery after power cut-out

tset=t1+t2

»

1st 2nd t Power outage ~ Power return
cycle repeat cycle repeat
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Technical data:

SP-190C
FIRE

SP-420C
=

SP -875C
FIRE

External
dimensions
(WxHxD) in mm

712 X 673 X 655

942 x 883 x 836

1062x973x1030

1461/x/1768 x1066

Internal
dimensions
(WxHxD) in mm

400 x 400 x 400

600 x 600 x 543

750 x 700 x 755

998 x'1250 %700

Volume (L)

64

190

400

875

Temperature
range (°C)

Tambientt10...600

Tambientt10...600

Tambientt10...600

Tambientt 10:::600

Temperature
display resolution
CC)

0,1

0,1

0,1

Temperature set
resolution (°C)

1

1

Temperature
stability (°C)

$0,5°C@200°C
+0,5°C@350°C
+1,0°C@500°C

0°C@200°C
0°C@350°C
0°C@500°C |

S EVES

2 (max 3)

+1,0°C@200°C
+1,0°C@350°C
£1,0°C@500°C

2 (max 8)

Shelve capacity
(kg)

AS)

50

Max-capacity
(kg)

50

400

Exhaust (mm)

240

2x D40

2x B340

Heat-up rate

10°C/ min

10°C / min

7°C/min

5°C / min

Temperature
control

PID

PID

PID

PID

Power supply

3x400V,50Hz
(230V,50Hz-optional)

3x400V,50Hz

3x400V,50Hz

3x400V,50Hz

Wattage (W)

6300
(3200)

9000

18000

18000

Interface

RS-232
(USB; Ethernet
as‘accessary)

RS-232
(USB, Ethernet
as’‘accessory)

RS-232
(USB; Ethernet/as
accessory)

RS-232
(USB, Ethernet as
accessory)

Access port
(mm)

@40

40

40

40

Noise (dBA) @ 1
m-distance

64

64

65

65

Weight (kg)
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Ordering information and accessories:

Description

Part no.

High temperature oven SP — 60 C FIRE

332

High temperature oven SP — 190 C FIRE

330

High temperature oven SP — 420 C FIRE

479

High temperature oven SP — 875 C FIRE

2547

Additional wire shelve for SP — 60 C FIRE

467

Additional wire shelve for SP — 190 C FIRE

468

Additional wire shelve for SP — 420 C FIRE

377

Additional wire shelve for SP — 875 C FIRE

2620

Exhaust fan unite combo. Combination with controlled
intake and exhaust QS flaps and local fume hood above
doors. *see photo below

63

USB interface

Ethernet interface

PC Software for Monitoring & History

Evaluation report

Trolley for SP — 60 C FIRE

Trolley for SP — 190 C FIRE

Trolley for SP — 420 C FIRE

Exhaust fan unite.combo:

/ Exhaust
controlled

i

g ' Local fume
" hood above

door
3 Y/
[~
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* we reserve the right to modifications

DIMENSIONAL
DRAWING

PRODUCT

HIGH TEMPERATURE OVEN

DIMENSIONAL
DRAWING

PRODUCT

MODEL

HIGH TEMPERATURE OVEN

SP-190 FIRE

/

/



http://www.kambic.com/
mailto:info@kambic.com

Cal Power

Via Acquanera, 29

22100 COMO

tel. 031.526.566 (ra.) fax 031.507.984

info@calpower.it

www.calpower.it

WEIGHT]

1300 mm
390 kg |+ we reserve the right to modcatons

DIMENSIONAL
DRAWING

PRODUCT

MODEL

SP-420

FIRE

HIGH TEMPERATURE OVEN

/

/

PPING

{1900 mm
2000 mm

W1
H
D

wEGHT

490 kG| * we reserve the righ to modticatons
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DIMENSIONAL
DRAWING

PRODUCT

MODEL

HIGH TEMPERATURE OVEN

SP-875 FIRE
/

/
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